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Contact Info:

1 SEAT WIDTH 

ROUGH RIDER WHEELCHAIR 

(SÜVARİ TEKERLEKLİ SANDALYE) 

ORDER FORM

30cm 
48cm 

44cm 36cm 40cm  

3 BACKREST HEIGHT 
(CHOOSE ONE) 

FOOTREST HEIGHT  
(INCLUDING 5MM CUSHION) 

4 

MIN 30 CM 

MAX 43 CM 

CM 

2 REAR WHEEL POSITION 
(ADJUSTABLE. POSITION 3 RECOMMENDED) 

AA A C D B 

DOKÜMAN F.42 SÜVARİ ORDER FORM   YÜRÜRLÜLÜK TARİHİ: 10.02.2010  REVİZYON NO/TARİHİ: 4  / 27.2.2012 

STANDARD



 

 
 

 ROUGH RIDER (SÜVARİ) Technical Specifications  
Effective Seat Widths:           305mm (12") / 355mm (14") / 400mm (15.75") 

440mm (17.3") / 480mm (18.9") 
(Seat fabric will be narrower than effective seat width) 

Seat Depth: 405mm (16") 

Seat Height: 485mm (19")  (ground to front edge of upholstery) 

Seat Angle: 12 degrees  

Seat/Backrest Angle: 90 degrees 

Backrest Height: 
435mm (17") standard                                                  
380mm (15") / 485mm (19") optional 

Footrest Height from Front of Seat  
Upholstery: 

270mm–400mm (10.6-15.75") 

Rear Tire Size: 24 x 1.75”- 24 x 2.00” standard 

Rear Wheel Camber: 3 degrees 

Rear Wheel Bearings: 6201 (12mm ID x 32mm OD) 

Caster Bearings: 6301 (12mm ID x 37mm OD) 

Rear Axles: 12mm (Class 8.8 hardness - Grade 5) 

Pushrim Diameter: 485 - 510mm (19 - 20") 

Front Wheel Diameter/Width: 80mm (3.1") x 110mm (4.3") 

Front Wheel Bearing: Standard bicycle hub and bearings 

Overall Width: 229mm (9")  + Actual Seat Width 

Overal Length: Min. 910mm (36") - Max. 990mm (39") 

Wheelbase: (front/rear axle) Min. 480mm (19") - Max. 560mm (22") 

Rear Wheel Adjustability: 5 positions over 80mm (3.15") 

Weight: 20 kg 

SÜVARİ Technical Specifications are approximate. 
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